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2a) Description of approach 
In order  to  illustrate  the working principle of  the 





The  antenna  receives  a  plane‐wave  EM  signal 
transmitted by a commercial satellite. 
Since  the  wave  propagation  is  affected  by  the 
precipitation during its path, by using the ITU model 







where  ∝   is the power available at the 
output  of  the  antenna  (being    the  electric 
field  impinging on the antenna) [3],    is the clear 
sky power at the output of the antenna,   and   
are  empirical  parameters  derived  from  the  ITU 






all  over  the  world.  To  cope  with  such  events  a 
nowcasting  service  would  be  worth  to  validate 
weather  alerts  and  to  give  civil  protection  offices 
timely information on the precipitation.  
A  rain  monitoring  sensor  unit  based  on  the 




In  particular,  the  proposed  system  –  named  SRS 
Smart Rainfall System ‐ is able to estimate the rain 
rate  in  real  time  by  inverting  the  propagation 
model [1]. 





















provides  an  estimation  of  the  rain  intensity  averaged 
along  the  path,  and  is  transmitted  on  either  a wired  or  a 
wireless  link  to  a  collection  center,  for  recording  and 
monitoring. A detail of the sensing board is depicted in Fig. 3. 
Figure 3. Sensing board: the two F connectors 
provide  connectivity  towards  the  decoder 
(left) and to the LNB (right). 
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